@ gvP 2S/1M - 4S/2M PLC Select 130041
Anti-Lock Braking Systems

PLC Select 1M/2M FFABS Valve
Typical Tank Mounting Overview

Left Side View

1. Attach hoses to appropriate brake chambers. Do Not Use teflon tape on fittings. Use

liquid thread sealant sparingly on all fittings. (Loctite PST565 or Equivalent)

Install valve nipple into reservoir port. Use 7/8” wrench to tighten the nipple.

Using a 1-1/2” wrench tighten the jam nut to 30 ft. Ib., while holding the nipple with

a 7/8" wrench. See detail below (11).

4. For plastic ports, hand tighten fittings then rotate 1 to 1-1/2 additional turns. The
maximum torque allowed is 210 in. Ib.
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Note: If frame mounted, follow the same procedure for Valve Orientation. Valve Solenoid on
a 2-Port ABS Relay Valve, 6-Port ABS Relay Valve, or FFABS Valve must be facing upward when
the trailer is in normal operation or service ABS performance could be affected.

WARNING: Proper installation Valve Orientation shown above; otherwise, warranty is VOID.
Installation behind the tank is recommended, facing the back of trailer.

Legend:

10. Tighten Nipple
Torque 1/2” NPT to 55-70 ft-lb
Torque 3/4” NPT to 90-115 ft-lb
11. Tighten Jam Nut
Torque to 75-80 ft-lb

To avoid loosening the nipple in the
reservoir tank, orient the FFABS valve as
shown and hold the installed nipple while
tightening jam nut torque to 75-80 ft-Ib.




